
PEEL RIVETS

la performance en fixation
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2,0 - 5,0

4,4 1800 1300

500 127 140 101 - - - -
12 4,0 - 7,0 500 127 140 121 250 127140121P 50 127 140 124 A
14 6,0 - 9,0 500 127 140 141 250 127140141P - -
16 8,0 - 11,0 250 127 140 161 250 127140161P 50 127 140 164 A
18 10,0 - 13,0 250 127 140 181 - - - -
20 12,0 - 15,0 250 127 140 201 - - - -
25 15,0 - 20,0 250 127 140 251 - - 50 127 140 254 A
30 20,0 - 25,0 250 127 140 301 - - - -

4,8

10

9,5

1,0 - 4,0

5,2 2400 2200

250 130 148 101 - - - -
12 3,0 - 6,0 250 130 148 121 - - - -
14 5,0 - 8,0 250 130 148 141 - - - -
16 7,0 - 10,0 250 130 148 161 150 130148161P - -
18 9,0 - 12,0 250 130 148 181 150 130148181P - -
20 11,0 - 14,0 250 130 148 201 150 130148201P - -
25 14,0 - 19,0 250 130 148 251 100 130148251P - -
30 19,0 - 24,0 250 130 148 301 - - - -
35 24,0 - 29,0 250 130 148 351 - - - -

4

10

10

2,0 - 5,0

4,4 1800 1300

500 127 240 101 - - - -
12 4,0 - 7,0 500 127 240 121 - - - -
14 6,0 - 9,0 250 127 240 141 - - - -
16 8,0 - 11,0 250 127 240 161 - - - -
18 10,0 -1 3,0 250 127 240 181 - - - -
20 12,0 - 15,0 250 127 240 201 - - - -
25 15,0 - 20,0 250 127 240 251 - - - -

TÊTE RONDE STANDARD DOMED HEAD

TÊTE LARGE LARGE HEAD
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